TERMINATE SLEEVE

FLUSH W/FINISHED
WALL SURFACE

SEAL OR CAULK

SLEEVES THRU /]

FIRE WALL

CENTER PIPE
IN SLEEVE / @

NN N N NN

NN N N NN

SLEEVE — MIN. 50.8
mm (2”) LARGER
THAN PIPE. USE 26
GA. S.M. SLEEVE FOR
50.8 mm (2) PIPE
AND SMALLER AND 24
GA. S.M. SLEEVE FOR
PIPE LARGER THAN

— 508 mm (20”) MAX

6.4 mm (1/4”) MAX

50.8 mm (27)

PIPE & INSULATION
TO BE CENTERED IN
SLEEVE — DO NOT
SUPPORT PIPE FROM
SLEEVE

AN N N N NN

FINISHED WALL mcm_.u>om\\

NN N N NN

INTERIOR WALL

PIPE THRU FRAMED WALL DETAIL

¢ PIPE

PIPE INSULATION WHERE
OCCURS

FINISHED ESCUTCHEON
PLATE FLUSH AGAINST
WALL AND OF SIZE TO
COMPLETELY COVER

OPENING (BOTH SIDES)

ADJUSTABLE CLEVIS HANGER

IYPE 1 — SEE SPECIFICATIONS

PROVIDE INSULATION SHIELD
& INSERT FOR ALL PIPING

(203 mm (8") MIN.)

IS

INSULATION SHIELD
AT HANGER

INSULATION (9 PSF MIN.

DENSITY) UNDER
INSULATION SHIELD

HANGER ROD  3

INSULATION (VAPOR
BARRIER TYPE
REQUIRED FOR LOW

TEMPERATURE PIPE) |/

PROVIDE HIGH
COMPRESSIVE STRENGTH

e
AKBKEKERIN
R
SRRRRIRARIPERIRALK K

~—WELD

N

ADJUSTABLE CLEVIS HANGER

IYPE 43 — SEE SPECIFICATIONS

NOTES:
SEE SPECIFICATIONS FOR DETAILED
HANGER REQUIREMENTS

12.7 mm (1/2°) DIA.
a\_ﬁzomm RODS WITH
914.4 mm (36”) MAX.

SPACING ON EACH
CHANNEL

41.3 mm (1-5/8") 12
GAUGE CHANNEL OR
50x50x6.4 mm
(2"x2"x1/4”) ANGLE
SADDLE

SIDE VIEW TRAPEZE HANGER FOR UP TO

1000 LB. [454 KG] UNIFORM LOAD

MAXIMUM PIPE/TUBING SUPPORT SPACING

IN. | THRU 3/4 | 1 |1 1/4[1 1/2] 2 [21/2] 3 | 4

NOM. SIZE[ v | THRU E\: [25.4] Em_ am.\: [50.8] E.m [76.2] |[102]
FT. 7 7 7 1 9 |10 11] 12 | 14

PIPE  Imm]| [2134] [2134]|[2134]|[2700]|[3048] | [3353][3658]|[4267]
TUBING FT. 5 FT 6 7 8 8 9 10 12

[mm]| [1524] |[1829]|[2134]|[2438]|[2438] | [2743][3048]|[3658]

NOTE: FOR TRAPEZE HANGER TAKE SPACING
OF SMALLEST SIZE ON TRAPEZE.

@ PPt HANGERS

.

SOAASININININIAINIINNDNNINNDN
SANNANNSNSIANINANNNINNNNNNN

A L RN,
SANNANNIOANININANNNNANNINNN

UL SYSTEMS:

W—-L-5039, F—RATING:

HOUR OR 2 HOUR

1—HOUR RATED WALL
(1 LAYER OF 15.9 mm
(5/8”) TYPE X GYP) OR
2-HOUR RATED WALL

(2 LAYERS OF 15.9 mm
(5/8") TYPE X GYP) WITH
METAL STUDS

15.9 mm (5/8")
(MIN) FIREPROOFING
CAULK, 3M
#CP25WB+ OR
EQUIVALENT

102 mm (4”)¢ OR
SMALLER STEEL,
OR COPPER PIPE
WITH INSULATION
THRU RATED WALL

12.7 mm (1/2")
BEAD FIREPROOFING
CAULK

INSULATED PIPE FIRESTOPPING

@ THRU WALL DETAIL

SO NSASIANIIANIINIININININNDNDN

38 mm (1 Joy max

1—HOUR RATED WALL
(1 LAYER OF 16 mm (5/8")
TYPE X GYP) OR 2—HOUR
RATED WALL (2 LAYERS OF 16

mm (5/8’) TYPE X GYP) WITH
METAL STUDS

COMPLETELY FILL
ANGULAR SPACE WITH
FIREPROOFING CAULK,
3M CP25WB+ OR
EQUIVALENT

;

38 mm (1 Joy max

SANNANNIANININANNINNANANNN

UL SYSTEMS:

W—-L—-1001, F—RATING:
HOUR OR 2 HOUR

102 mm (4")¢ OR
SMALLER STEEL,
CAST IRON, OR
COPPER PIPE WITH
INSULATION THRU
RATED WALL

6.4 mm (1/4")
MIN BEAD
FIREPROOFING
CAULK

PIPE FIRESTOPPING THRU WALL DETAIL

[T
L T

WALL

VENT, SOIL, WASTE
OR STORM LEADER

PIPE, REFER TO
PLUMBING PLANS
FOR SIZE

B STACK SIZE OF CLEANOUT
WALL CLEANOUT WITH
\ﬂnmmmo BLUG. NOMINAL NOMINAL
PROVIDE EXTENSION PIPING SIZE | CLEANOUT SIZE
AS REQUIRED TO MM (INCHES) mm_ (INCHES)
MAKE ACCESSIBLE. 31.8 (1-1/4) | 31.8 (1=1/4)
381 (1=1/2) | 381 (1-1/2)
50.8 (2) 50.8 (2)
76.2 (3) 76.2 (3)
METAL WALL 102 (4) 102 (4)
PLATE, CHROME
FINISH.
WALL

NICKEL BRONZE RIM AND
COVER. CARPET RING TO

BE PROVIDED IN
CARPETED AREA.

FINISHED FLOOR

HEAVY DUTY COVER
FLUSH WITH
PAVEMENT SURFACE.

457 (18") SQ X
152 mm (6")
DEEP CONCRETE
PAD — OMIT WHEN
INSTALLED IN
SIDEWALKS

+

)
USE 6.4 mm
(1/4") BEND
INSTEAD OF €Y’
FITTING WHERE
END OF LINE

OCCURS

L |

EXTENSION AS

L/ T REQUIRED.

s =

INTERIOR

ANCHORING
FLANGE

4/ THREADED
o CLEANOUT
PLUG

TO SEWER SYSTEM

EXTERIOR

FLOOR AND WALL CLEANOUT DETAIL

§

NTS

EXTEND TUBING TO DRAIN LOCATION.
(OVERHEAD/EXPOSED: COPPER)
(CONCEALED/BELOW SLAB: PEX)

COMPRESSION FITTING

STUDS

|
N

=

A\ Y

FLUSH VALVE

) W\

SECURE WITH PIPE STRAP TO WALL

— WALL FINISH MATERIAL — VERIFY
\ WITH ARCHITECTURAL DRAWINGS

|
T ESCUTCHEON PLATE

CHROME FINISH LOCK—NUT

CHROME FINISH METALLIC

SUPPLY TUBE
SECTION VIEW

FACTORY OPTION DIVERTER
FITTING

USE TUBE BENDER
CHROME ESCUTCHEON PLATE
REFER TO SECTION VIEW

IRAP PRIMER AT FLUSH VALVE DETAIL

3

CAULK AIRTIGHT. I\N a

USE FIRE RATED
RESILIENT FOR
FIRE RATING
FILLER IF

C-270
® 19.1 mm (3/4")
NEOPRENE PAD 40

REQUIRED

SAFING BATT INSULATION IF
REQUIRED FOR FIRE RATING

NOTE: IF PIPE

THE FLOOR CONSTRUCTION
EXCEPT AT THE STAIR TOWER.

AL

IS SUSPENDED FROM OR DIRECTLY ATTACHED
TO STRUCTURE OR OTHER BUILDING ELEMENTS, USE 12.7
mm (1/2") THICK, 40—DUROMETER NEOPRENE AS SLEEVE
BETWEEN PIPE AND PIPE COLLAR.

DUROMETER

PIPE RISER
\\O;Z:U.
SUPERSTRUT _

FLOOR
CONSTRUCTION

25.4 mm (17)

NOMINAL

(1/2”) DIA.

/>._|_.>OI TO STRUCTURE WITH

SUPERSTRUT ACCESSORIES
AS REQUIRED (TYP)

HANGER ROD MIN 12.7 mm

/_|OO>._._OZ OF CLASS "D—-1"

SPRING ISOLATOR (TYP)

SUPERSTRUT
PIPE CLAMP

IS WOOD FRAMED EVERYWHERE

PIPE ISOLATION AT FLOOR

PENETRATION DETAIL

THERMAL HANGER SHIELD OR

ISOLATOR WHERE REQUIRED

SUPER—-STRUT CHANNEL

SEISMIC RESTRAINTS BY
MECHANICAL CONTR.

IRAPEZE SPRING HANGER DETAIL

4

NTS

VACUUM BREAKER
(BOTTOM CW FEED ONLY)

J

NTS

——=—38.1 mm (1-1/2")8 HW —=—

19.1 mm (3/4")8 21/

BALL VALVE (TYP)————a

CHECK VALVE (TYP)———%—

LOCKSHIELD
GATE VALVE

SECURE TO
WALL

WATER TIGHT 18 GA.
GALVANIZED STEEL DRAIN
PAN WI/ 19mm (3/4")¢
DRAIN.

DISCHARGE TO
FLOOR SINK

<—a—38.1 mm (1-1/2")8 CW —a—

hIcAnlw,i mm (1) HWR —=—e=—s
_
_

gt R—
T STRAINER

/DWCP\ CIRCULATOR PUMP WITH FACTORY
\_1 /AQUASTAT AND TIMECLOCK CONTROL

|ﬂ| DIELECTRIC UNION (TYP)
m ._._m7\__u_m_uN>._.C_“N_m\_u_uN_mmmC_uNm RELIEF
\\<>_|<_m WITH FULL-SIZE DRAIN PIPING
I.v% (NO TRAP ALLOWED)
o ¢

DISCHARGE TO ADJACENT FLOOR SINK

1/233 (2°) WIDE 14 GA (MINIMUM)

GALVANIZED SHEET METAL STRAP PER
LATEST SMACNA SEISMIC RESTRAINT

REQUIREMENTS. BOLT TO WALL. (TYP
2 PER FIXTURE)

Q
@QT\ REPLACE FACTORY DRAIN VALVE WITH
) FULL—PORT BALL VALVE AND MHT

* OUTLET (TYPICAL)

— ———102mm (4") HOUSEKEEPING PAD

re

< a L

£ o) B
==

(E) FLOOR SINK

4 =

FLOOR MOUNTED WATER HEATER PIPING DETAIL

9

2011 = 3:10pm

Q:\2009\ 09004.6\Phase 2 — Renovations\Mech\02_Drawings\P3.1_BUILDING 33.dwg

Username: jziel

Mar 04,

NTS NTS
@ mQ STAMP DRAWING TITLE PROJECT TITLE DATE
0 mcw_/\__mm_oz RICK M. EVERTON, PE.
 HOE M. EVEVTON, PLUMBING DETAILS VAMC 03/04/11
250 8. 5TH ST RENOVATE e T——
BOISE, IDAHO .
PHONE: 208-343-4635 FAX: 208-343-1858 P _H_N/__mo_u.__._,\_ “.|ZO>_HWN< BUILDING 33 531-10—114
vl ke optiepi i hed b CONSTRUCTION APPROVED: DIVISION CHIEF BUILDING NUMBER CHECKED DRAWN DRAWING NO.
OE goomm v_l>N> THE >_NOI_._.WO._. / ENGINEER WHETHER THE PROJECT FOR u u m 7\_ m Z L L
A Um—l— 2505, 5TH ST, - BOISE, ID 83702 | Mhario e e soistumoonior nese | 3 1
(208) 343-4635 + FAX (208) 343-1858 | Anoimions 10 TH1S PROJECT, OR COMPLETION OF THiS :
: . LOCATION
httpi/www.cshga.com | GFoSaERTERETes Shmmessi " APPROVED: SERICE DREFOR BOISE. IDAHO
REVISIONS DATE ’ owe. 77 of 102 DEPARTMENT OF VETERANS AFFARS




